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Disclaimer

This manual represents the current state of the product. Please check with port.de for the latest version as the
document may have a newer version since errors may be corrected or changes for a newer version of the product
may be incorporated. Port.de assumes no responsibility for errors in this document. Qualified feedback is

appreciated at service@port.de.

This document is the Intellectual Property of port.de and is intended to be used with the described product only.
It may be forwarded and/or copied in the original and unmodified format. All rights reserved.

The product enables to use technologies such as PROFINET, EtherNet/IP and/or EtherCAT and others. These
technologies are promoted by trade organizations, such as PNO (profibus.org), ODVA (odva.org) or ETG
(ethercat.org). These trade organizations as well maintain the specification and care about legal issues.

We strongly recommend to become a member of these organizations. Most technologies are making use of
patented or otherwise copyrighted technologies, approaches or other intellectual property. The membership
usually automatically entitles the member for use of most of the technology-inherent copyrighted or otherwise
protected Intellectual Property of the corresponding trade organization and most 3rd parties. Otherwise the user
will need to obtain licenses for many patented technologies separately.

Further we suggest to you to subscribe to the corresponding Conformance Test Tool of these trade organizations.
For instance the ODVA only accepts conformance test applications from companies who have a valid membership
and have a valid subscription to the recent Conformance Test Tool. We as port are members in all corresponding
organizations and are holding a subscription to these tools - however you as a customer need to have an own
membership and an own subscription to the tool.

All rights reserved

The programs, boards and documentations supplied by port GmbH are created with due diligence, checked
carefully and tested on several applications.

Nevertheless, port GmbH cannot guarantee and nor assume liability that the program, the hardware board or the
documentation are error-free or appropriate to serve a specific customer purpose. In particular performance
characteristics and technical data given in this document may not be interpreted to be guaranteed product
features in any legal sense.

For consequential damages, every legal responsibility or liability is excluded.

port has the right to modify the products described or their documentation at any time without prior warning, as
long as these changes are made for reasons of reliability or technical improvement.

All rights of this documentation are with port. Unless expressively granted - the transfer of rights to third parties
or duplication of this document in any form, whole or in part, is subject to written approval by port. Copies of this
document may however be made exclusively for the use of the user and his engineers. The user is thereby
responsible that third parties do not obtain access to these copies.

The soft- and hardware designations used are mostly registered and are subject to copyright.

Copyright

© 2019 port GmbH
Regensburger Strafe 7
D-06132 Halle

Tel. +49 345 - 777 550
Fax. +49 345-777 55 20
E-Mail service@port.de

www.port.de
www.port-automation.com

Version: 1.1 2/28


mailto:service@port.de
http://www.port.de/
http://www.port-automation.com/

INDUSTRIAL PROFESSIONAL
.a COMMUNICATION INDUSTRIAL
MIDDLEWARE COMMUNICATION

Contents
(00 =Y 7=L=1 (o SRR 6
R 1o} o o (¥ ot o o IO PP PR 6
I o (=T o T= 1 =1 o [0 L3Pt 7
2.1 Hardware REQUITEIMENTES ......uiiiiiiiieeecciiee e ettt e ettt e e et e e et e e e s s ate e e e esbaeaeesssaeessnnnraneeennns 7
2.2 SYNErgy ARIS DOAId .....oooeeiiii e e e e e s e e e e e e e e e nnannes 7
2.3 Synergy Development Board S7-G2SK ..........uuiiiiiei ittt e e e e sevrerae e e e e e e e eaanes 8
B - | =4 AV (=10 o PP P PP P PP PPPPPPPPPPPPPPPRt 8
2.5 SOftWAre REQUITEMENTS .....ccoiiiiiiiiieie ettt e e eesetreee e e e e e e sesbaaaeeeeeeeeesenssrssneeeeeesessnnnnes 9
2.5.1 Development environmeNnt “SYNErgY” ...... e ieicciieree e e e e scrrrre e e e e e e e eennes 9
DT A 0 1 11T o PSPPSR 9
2.5.3  ManagEMENT TOO! ...uvveeiieiieeirrieeee ettt e e ee st e e e e e e e e sesbbseeeeeeessessassrseseeeeessannnnes 9
2.5.4  Prepare g0al and Projech......ceviiiiiii e e e 10
I [ 1] o To T o] {o ] =Tl PSSP PPTPPPPT 11
I \V - T a Y= {T 0 41T o Ko Yo | PSPPI 18
4.1 DeVvice DeteCtioN ......coiviiiiiiiiiiiiiiiic e 19
A o - £~ { [ o V- 20
4.3  Config Manager / IP CoNfigUration ........cccccvecuieiieiieccie ettt st 20
I o' 1 1] (=T OO P R RRRRRP PP 23
o7 A 0 A o T (o T T ¢ o1 LT o JS U SEURR 23
T A 0 7 A - o o T - - [ PSP PRI 25
LT T 0 1 AU e [ ¢ <Tol=] AV UPURPRRRRRt 27
T 0 R o o o N = SRR 28

Version: 1.1 3/28



INDUSTRIAL PROFESSIONAL
.a COMMUNICATION INDUSTRIAL
MIDDLEWARE COMMUNICATION

Table of figures

Figure 1 communication module with shield board ........cceeeeiiiiiiiciiiiiee e 7
Figure 2 Synergy ARIS DOArd .........uuiiiiiiiiieeee et e e e e e e et e e e e e e e e rareaaaeeean 7
FISUIE 3 S7-G2SK DOAIU . ..ceeiiiiiieiieiieee ettt ettt e e e e e e et b e e e e e e s sesabsaeeeeesaeesennnrreaaeeaeeeens 8
FIGUIE 4 TarZet SY S OIM L s sasansnnnnnan 8
Figure 5 e2studio IMPOrt didlog.....ceeecuiiiiieiiiie e e e e e aaaee s 11
Figure 6 e2studio Import project dialog ........evvvieeeiii e 12
Figure 7 configUration. XMl .. ..o eiiiie et e e et e e s st e e e s s araeeeesnareaee s 13
T U ol A e Yo LI =T =T - | A o o [PPSR 13
Figure 9 Initiate debUE SESSION ....uiiiiiiiiieicee e e s e e s e e e e e baeeee s 15
Figure 10 Select DEbUZ HAardWare.........ccooiiciiieiiee ettt e e e e e e e seaaraee e e e e e e seansbraeeeeeeeeees 16
T U] Y =1 =Tt O U RSP 17
(S T=4V] oI WA (o [To T [oTo] 1 oo ) URU TR OO PPRPRO 17
Figure 13 Management Tool Main WINAOW .......cceiiiiiiiiiiiiiiiece ettt e e e e s eenararee e e e e 18
Figure 14 Managment TOOI NEtWOIK SCAN ......vvviiiiiiiiiciiieeeeee ettt eerrreee e e e e e e e arrrreeee e e e 19
Figure 15 Scan NetWork dialog ......uvveeiieiiiiciieeeee e e e e et e e e e e e s e nrrea e e e e e e e eas 19
Figure 16 Management Tool with found irj45 MOdUIE .......ccuveiiiiiiiiii i 20
Figure 17 Management Tool Read configuration.............ceoeciiiii i 21
Figure 18 Management Tool Configuration Man@ager.........cccuueeiiiiiieeeiiiiiiee e saeee s 21
Figure 19 Management Tool with modified variables .............ccoeeiiiieicciiii e 22
Figure 20 Management PROFINET Master. ... .. s 23
Figure 21 Management TOOI PNIO MaSter 1/O......uueiieeiieieeeeiieee et eeeteee e eetree e eevree e e eeraeeeeenraee s 24
Figure 22 PNIO [0 Data PANEI ....eeeiiieieeee ettt e e e e e e e e e e e e e s eanraaaeeeaaeeeas 25
Figure 23 Management EtherNet/IP Master.......ccveiieeiieieeeeiiieeeceireeeeeereeeeeetree e e eetrreeeeeeareeeeeenreeeean 26
Figure 24 Management Tool EtherNet/IP Master [/O........coouieecieeeiie ettt e v 27

Version: 1.1 4/28


https://portgmbh.sharepoint.com/sites/rj45/Freigegebene%20Dokumente/software/06_Referenzen/manual/getting%20started/synergy/2015013_irj45_getting-started-integration-synergy.docx#_Toc9953550
https://portgmbh.sharepoint.com/sites/rj45/Freigegebene%20Dokumente/software/06_Referenzen/manual/getting%20started/synergy/2015013_irj45_getting-started-integration-synergy.docx#_Toc9953551
https://portgmbh.sharepoint.com/sites/rj45/Freigegebene%20Dokumente/software/06_Referenzen/manual/getting%20started/synergy/2015013_irj45_getting-started-integration-synergy.docx#_Toc9953553

2 \ INDUSTRIAL - Y PROFESSIONAL
.a COMMUNICATION INDUSTRIAL
o - MIDDLEWARE A - COMMUNICATION

Changelog

Version Changes

1.0 Initial release
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1 Introduction

This document describes integration delivered example projects for SoM using synergy target with
development environment e2studio.

Within the document, special recommendations are given marked by two signs:

o Special information giving hints to avoid common pitfalls when using the software

Special information to prevent malfunction of the software or that require special
attention of the user.
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2 Preparations

2.1 Hardware Requirements

Make sure following settings are set:

068 mer for 1RT4B-Pawer only

“Ether Néuil?
L8

EtherCAT

ot Modbus/TCP
CANopgen = L
S m

1 ™

Figure 1 communication module with shield board

J13: Connect “VCC33_Sockel” with “VCC33_RJ45”
J8: Connect “CS” with “PB2”
J7: Connect “RST” with “PD7”

2.2 Synergy ARIS board

Jo Fie
3 M5 M

o 293 W R,
TN

Bco=

i

e B
Ahaa]

R TR0 C N SN VSR
M Q89 R87 RES RAS AN0 RI2

Figure 2 Synergy ARIS board

Close jumpers J4 and J5 for supply voltage of the SoM.
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2.3 Synergy Development Board S7-G2SK

e
RIFISIG2

Initial settings of the board are good for usage.

2.4 Target System

Figure 4 Target system

Connect both boards. Voltage supply is done through the shown USB connector on the
development board, which also supports flashing and debugging of the synergy CPU.



I’ g INDUSTRIAL - N PROFESSIONAL
gnal Comminon p.r
2.5 Software Requirements

2.5.1 Development environment “Synergy”

The development of software for the AC requires an environment consisting of:
1. e2-studio of Renesas,
2. Synergy Software Package (SSP) of Renesas and
3. the BSP for the ARIS board of ARROW.

The e2-studio is available on the web-page of Renesas. Version 5.4.0.23 was used within the scope
of this Quick Start Guide.

The Synergy Software Package inclusive an installation guide and a documentation is also available
on the web-page of Renesas. Version 1.3.3 was used within the scope of this Quick Start Guide.

The BSP for the ARIS board is available about the weblink: www.reloc.it/products/aris. Version
1.3.0 was used within the scope of this Quick Start Guide. The integration in the e2-studio is
described in the software user guide of the ARIS board.

e Install e2studio
e Prepare development environment according to the following links:
o (1) https://www.arrow.com/en/research-and-events/articles/get-your-iot-
applications-up-and-running-quickly-with-the-aris-board
o (2) http://www.reloc.it/products/aris/
e Get the BSP version 1.3.3 for Aris from link (2)

2.5.2 Delivery

e The delivery consists of 2 files:

File Content
"2015013_20190515_2_20_0_Renesas_Synerg Goal Library and Headers
y_CCM_ci95.zip"

“iRJ45 Management Tool-201808221413- Management Tool

win32.win32.x86_64"

2.5.3 Management Tool

To use the PROFINET master functionality, WinPCap? needs to be installed.

1 https://www.winpcap.org/
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Please unpack the delivery " iRJ45 Management Tool-*-win32.win32.x86_64.zip" to a local folder.

The resulting folder contains the executable “mantool”, which can be started.

2.5.4 Prepare goal and project

Unpack the goal headers and library (2015013*.zip) to a local folder. This folder contains the goal

library and the associated headers for synergy required to build an application for the SoM. Beside
that example projects for e2studio are contained.
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Import project

E Import

Select
Create new projects from an archive file or directory. | g < 5 I

Select an import source:

type filter text

w (= General ~
& Archive File
/] CMSIS Pack
@ Convert CCRX to GNURX Project
Ta# D5-3 KPIT GNUARM-RZ/MNOME Project
] Existing Projects into Workspace
[, File System
4 HEW Project
Ta# Import KPIT GNUARM Project to GCC ARM Embedded
[T Preferences
=% Rename & Import Existing C/C++ Project into Workspace
TaF Renesas CATBKOR Project
TaF Renesas Common Project File

w [ CfC++ L
il mires Frarutahla

@ < Back Next > Finish Cancel

Figure 5 e2studio Import dialog

Use the import dialog of e2studio to import the project located in the unpacked project delivery
into e2studio. Chose "Existing projects into workspace" when prompted for import type.
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e’

Import Projects r

e
Select a directory to search for existing Eclipse projects. / /
-
(®) Select root directory: A D:\release v I Browse...
(O Select archive file: Browse.
Projects:
2015013 _irjd5__ac__01_pnio_io_mirror__synergy_aris (D:\release' A Select All
2015013_ir/d5__ac__01_pnio_io_mirror__synergy_aris_irjd5shield
2015013_irjd5__ac__01_pnio_io_mirror__synergy_s7g2sk (D:\rele Deselect All
2015013_ir/45_ac__01_pnio_io_mirror__synergy_s7g2sk_irjd5shi Refiech
2015013_ir/45__ac__02_eip_io_data__synergy_aris (D:\release\prc
2015013_ir/45__ac__02_eip_io_data__synergy_aris_irjd5shield (D
2015013_ir/d5__ac_02_eip_io_data__synergy_s7g2sk (D:\release'
2015013 _irjd5__ac__02_eip_io_data__synergy_s7g2sk_irjd5shield »
< >
Options
[[] Search for nested projects
[[] Copy projects into workspace
ide projects that already exist in the workspace
[[]Hide proj hat already exist in th ksp
Working sets
[[J Add project to working sets

Figure 6 e2studio Import project dialog

Select the root directory of the unpacked e2studio project for import and “Finish” import (see
Figure 6 e2studio Import project dialog). There are several types of projects, which can be
imported all or selectively.

Project Name Description

* __synergy_aris Project for Target SYNERGY Aris board

* __synergy_aris_irj45shield Project for Target SYNERGY Aris with Arduino
shield board

*_synergy_s7g2sk Project for Target SYNERGY S7G2-SK board

* __synergy_s7g2sk_irj45shield Project for Target SYNERGY S7G2-SK board with

Arduino shield board
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The projects with suffix _irja5shield include the necessary drivers for controlling the LEDs on the

Arduino shield, however not all applications utilize those LEDs. Only the projects with prefix
20125013 _irj45 do utilize the LEDs.

Before actually compiling a project, the necessary code generation step from the configuration.xml
file must be executed manually.

\(5 Project Explorer §3 =5 SRR

& 201501 3_ind5_ac_01_pnio_io_mirror__synergy_aris A
v (D 2015013_irj45__ac__01_pnio_io_mirror__synergy_aris_irj45shield [C

) Includes

) appl

o ext

py goal

(“ty goal_global
¢y goal_media
p plat
(¢4 protos
(= script

:| ARIS7.pincfg
2% configuration.xml

Readme.md

(=5 2015013 irid5 ac 01 pnio io mirror svnerav s7a2sk

Figure 7 configuration.xml

To do so, open the configuration.xml file from your selected project by double clicking.

17‘-'"'} [2015013_irj45__ac__01_pnio_io_mirror__synergy_aris_ifj45shield] Synergy Configuration &3 = O
Pins e

Generate Project Content

Select pin configuration

ARIST.pincfg  ~ [ Generate data: g_bsp_pin_cfg

Pin Selection Pin Configuration

type filter text | /7 | =l

v Ports
v Peripherals
Other Pins

<
Sumrary |BSP | Clocks | Pins | Threads | Messaging | ICU | Components

Figure 8 Code generation
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This step generates code for the required components from the SYNERGY BSP.

After importing the projects can be built. Use the project context menu, menu item “Build Project”

to do so. As a result, a binary should be generated and the “Console” log should show the
following text:

'Invoking: Cross ARM GNU Create Flash Image'

'Invoking: Cross ARM GNU Print Size'
arm-none-eabi-objcopy -0 srec "0l pnio simple io lib.elf"
"0l pnio simple io lib.srec"

arm-none-eabi-size --format=berkeley "0l pnio simple io lib.elf"
text data bss dec hex filename
149852 3824 282908 436584 62968

0l pnio simple io lib.elf
'Finished building: 01 pnio simple io lib.siz'
'Finished building: 01 pnio simple io lib.srec'

L} L}

L} L}

09:38:10 Build Finished. 0 errors, 0 warnings. (took 5s.962ms)

Warning may occur regarding redefinition of the symbol
o TX_TIMER_TICKS_PER_SECOND. This is caused by adding the source version of

ThreadX to the application. This is required to get the required timer resolution of 1
ms and cannot be omitted.

If compilation fails, please make sure you followed step involving code generation
from configuration.xml.

If so, compilation was successful. The resulting binary now can be started:
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B8 C/Ce+ - e2 studio

File Edit Source Refactor Mavigate Search Project RenesasViews Run  Window Help

i |- |- Q! W@ EE OG-S (@i~ 0- B 5 ST CR
| B ||Glc/Ces |45 Debug

I?5 Project Explorer 23 = " 5= 0 % » = H
S > <
[ D1_http_get An outline is not available.
v % 01_pnio_simole o [Debual
4 Binaries New
[ Includes Gollnto

B sic
[ synergy Open in New Window

2y appl Copy Ctrl+C
= Debug )
op et Paste Ctrl+V
[ goal Delete Delete
[z goal_glal Remove from Context Ctrl+ Alt+Shift+ Down
i goal mey Source
7 plat
[ protos
(= script Rename...
(= synergy_
% bsp -
=| ARIST.pir =
4% configun 1 Export Synergy Project...
1 01_udp_rece Export Synergy User Pack...
[ 02_eip_io_da

Move...

Import...
Export...

Build Project

Clean Project

Refresh

Close Project o_simple ioc.elf.in"™
PEsles 01 pnio_simple ic.elf’

Close Unrelated Projects

reate Flash Image'

Make Targets rint Size'

Index rec "0l _pnioc simple_io.elf" "0l pnio_simple io
Build Configurations t=berkeley "0l pnio_simple io.elf"

Exclude from build...
Run As
Debug As = 1EASE Script
Profile As 2 Local C/C++ Application

Compare With 3 Renesas GDB Hardware Debugging
Restore from Local History... DEpBGEontintrer
Renesas Quick Settings

Renesas Tool Settings

Save build settings report

Run C/C++ Code Analysis

Team

System Explorer

Command Prompt
Configure

Properties Alt+Enter

Figure 9 Initiate debug session

You will be prompted to select a debugging hardware. Choose ,,J-Link ARM* for the Synergy Aris
board.
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™ Renesas Hardware Debugging

Select Debug Hardware

E1(RX)

E2 Lite (RX)
E20 (R

EZ (RX)
J-Link ARM

Segger JLink (RX)

@

Figure 10 Select Debug Hardware

Next you will need to choose the CPU. Please select ,,R7FS7G27H" as this is the CPU on the board.
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™ Renesas Hardware Debugging

Mo configuration exists, Please select target device:

R7F512476 o)
RTFS12477

R7F512872

RTFS3A3TA

R7F53A672

R7F53A7

RTFS3ATTC

R7F530574A

R7FS3D57C

R7FS5097C

R7F53097E

R7F57TG2

RYFS7G2TG

R7F57GZTH W

@

Figure 11 Select CPU

After initiating the debug session, the “Debug perspective” will be shown, where the application
can be started by “Resuming” execution (needs to be done twice since there a two breakpoints
automatically set on startup).

P8 Debug - 01_pnio_simple_io_lib/synergy/ssp/src/bsp/cmsis/Device/RENESAS/STG2/Source/startup_STG2.c - e2 studio

File Edit Source Refactor Mavigate Search Project Renesas Views Run  Window Help

i B~ |- W@ NP BN BSOSO L0 R-I®EE 5
a4 e 5 (QuickAccess Ji] 5 | B C/Ce+ (£ Debug

Figure 12 e2studio Toolbox

If the communication module was previously started up using another application, a
manual reboot will be required of the module (reset button on the Arduino shield).
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4 Management Tool

The Management Tool allows development related configuration and management of the SoM
application. This management is based on a UDP broadcast communication. Thus, it works
independently from IP settings of the management PC and the SoM.

D iRJ45 Device Manager
File

[ 5]
©
25 Network.. | = B ||[] Devicelog| ® Metwork State | [ZJ) PNIO Master| % ConfigManager| % Firmware Update = B |lof = 8
Options
Start reading log | | Reset log index Enable autoscrolling
= Networks Log to file C:\Users\bit\mantool_log_2018-05-04.log
= Snapshots
Severity Timestamp Source Function Line Message
£ >

& Messages

< > |

Figure 13 Management Tool main window

This tool is organized in panels. The “Network Navigator” shows a list of available networks. The
panel “Messages” shows information regarding actions. The panel “Outline” shows additional
information depending on the selected function panel.

Following function panels are available:

Panel Function

Device Log shows log messages of the running application
from both communication controller (CC) and
application controller (AC).

Network state Shows link state of the available network
interfaces of the RJ45

PNIO Master Provides simple PNIO master functionality.

Config Manager Provides access to the config manager
variables of the SoM.

Firmware Update Allows update of the firmware in the SoM.
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4.1 Device Detection

At first a communication needs to establish with the SoM. Thus, connect the SoM to the network.
Between the management PC and the SoM a network connection must be possible.

c iRJ45 Device Manager

File
N 1 f W *-0 B A
o - 0SS
o5 Network Navi.4 Scan Network i Device Logl % Metwork 5tate| @ PMIO Master|}€ ConfighManager % Firmware Update = g d = 08
Options
Start reading log | Reset log index Enable autoscrolling
v 1= Networks Log to file C:\Users\bit\mantool_log_2018-05-04.log
) Network eth1 (0)
&2 Netwark ethd (0) Severity Timestamp Source Function Line Message
) Network ethf (0)
» U= Snapshots
< b3
& Messages = B
< >

Figure 14 Management Tool Network scan

To communicate with the SoM, at first open the “Networks” list in the “Network Navigator”.

Choose the network interface where the SoM is reachable. The select the “Scan Network” button
in the toolbar.

The following dialog appears and 1 found device will be reported:

Scan network eth1 n
Running scan using local IP 192,168.0.25

Scan complete. Found 1 device.

o | o]

Figure 15 Scan Network dialog

As a result, a new SoM will be shown in the ,Network Navigator” within the scanned network.
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D iRJ45 Device Manager

File
g Iy o (e chal
i | (O
N s e
25 Metwork Navigatorl = B ||[] Device Logl B Metwork State|@ PNIO Master | 3 ConfighManager| " Firmware Update = 8 C} = 08
Options
v = :etworks Start reading log | | Reset log index Enable autoscrolling
v B Network ethl (1) Log to file C:AUsers\bit\mantoo|_log_2013-05-04.log
== ind5_deme (192,168.0.100)
B Network ethd (0) : : : :
B Network ethé (0) Severity Timestamp Source Function Line Message
= Snapshots
L4 >
& Messages = 0
[l 2018/05/0413:25:22 Scanned eth1 using local address 192.168.0.25.
[E  2018/05/04 13:25:22 Found 1 device.
< >

Figure 16 Management Tool with found SoM
Please select the newly found SoM for further steps.

4.2 Logging

With the selected SoM and within the “Device Log” function panel, it now is possible to read the
logging buffer using “Start reading log”. For the demo application, it shows both the log messages
from the communication controller (SoM) and the application controller (Synergy Aris). Those can
be distinguished by the “Source” column, which either shows “CC” ore “AC”. A successful started
application reports a successful initialization of PROFINET:

[Ilgoal miMctcLoop:499] running appl setup

[Ilgoal pnioNewAc:369] PROFINET Application Core successfully started
[Ilappl setup:226] Initializing device structure
[Ilappl setup:275] PROFINET ready
[Ilappl setup:281] Configuring DD
[Ilappl setup:309] DD ready

[

4.3 Config Manager / IP Configuration

This panel provides access to the config manager variables of the SoM (volatile and nonvolatile
stored configuration variables).

To read a list of all variables, select the “Read configuration” button.
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( Read configuration t; I

! Reads the current configuration of the device
Reading config complete. Read 81 variables. I

Figure 17 Management Tool Read configuration

As a result, all variables with value are shown.

@ RM45 Device Manage - o X
File

ey ;!

T Network Nawgator] = O ||[E] Device Log ™ Network State|@ PNIO Master [X ConfigManager | “ Firmware Update = O || 5 outline = 0
Module Variable Action Type Temp Value 2l % GOALID_IRM3
v Networks = GOAL_ID_BOOT
v [ Network eth1 (1) GOAL_ID_IRJ43 UPTIME uint32 (00000232 % GOAL_ID_DD
= 43 demo (192.158.0)| | GoAL IDRM5  |SPLTVPE uintd 0x01 = Egit’:g’mg
8 Network ethd (0) = ==
# Network ethé (0) GOAL_ID_IRI4S  SPI_MODE uintd %00 £ GOALID.CM
» TE5 Snapshots - S GOAL_ID_QUEUE
GOAL_ID_IRJ43 SPI_SPEED uintg 000 = GOAL_ID_ETH
= GOALID_NET
GOAL_ID_IRJ45 SPI_UNITWIDTH uintd 0x00 = GOALIDLM
GOAL_ID_IRJ45 SPI_BITORDER uintd 0x00
GOAL_ID_IRJ43 SPI_TRANSFERSIZE uint16 00000
GOAL ID_BOOT  SIGNATURE Generic X Oxbecbf7d13ceBb7659de1d1a623e182ea
GOAL_ID_BOOT BLVERSIOM String X 0.1.0.0
GOAL_ID_BOOT FWVERSION String X 0.1.2.0
GOAL ID_BOOT SERIAL String X 177485102451917
GOAL_ID_BOOT RESET_CAUSE uintd X 0x00
GOAL_ID_BOOT IMAGE_NUMEBER uintd X 0x00
GOAL ID_BOOT IMAGE_COUNTER uintd X Oufec
GOAL_ID_DD MODULENAME String ird3_demo
v
< >
1. Export Config |4 Import Config ¥ Save config to flash
& Messages = 0
5 2018/05/0413:25:22  Scanned ethl using local address 192,168.0.25.
[El  2018/05/0413:25:22  Found 1 device.
[El  2018/05/0413:38:16  Read 81 variables from 02:00:00:00:2B:01
5 2018/05/0413:41:05 Read &1 variables from 02:00:00:00:2B:01
< >

Figure 18 Management Tool Configuration Manager

To communicate with the SoM, the IP address of the SoM must be within the same IP network as
the IP address of the Management PC IP address. Thus, chose a valid IP address and configure the
SoM accordingly.

To configure an IP address, navigate to the variables of the “Module” GOAL_ID_NET. There it is
possible to configure IP, NETMASK and GW. Modify required values. Make sure the variable
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VALID” is set to 1.

the Management Tool will show locally modified variables with a yellow highlight.

W
File
: = e
%5 Network Navigator = B ||[] DeviceLog ® Network State | (@) PNIO Master | % ConfigManager % Firmware Update = B || 8 Outline = 0
Medule Variable Action Type Temp  Value 2 % GOALID_IRI4S
v Networks £ GOAL_ID_BOOT
~ 8 Network cth1 (1) GOAL_ID_ETH LINK uint32 X 00000000 % GOAL_ID_DD
- 43 demo (19216201 | | \GOAL IDETH  SPEED uint32 X 0x000D0D19 = ggﬁt‘:g‘aﬂ?p
% Network ethd (0) ? 1D
W Network ethé (0) GOALIDETH  DUPLEX uint2 X 0x0000000d S GOAL_ID_CM
Snapshots = GOAL_ID_QUEUE
GOAL_ID_ETH PORTCHNT uint32 X (x00000002 = GOAL_ID_ETH
= GOAL_ID_NET
GOAL_ID_MET P P4 192,168.0.101 = GOALIDLM
GOAL_ID_MET METMASK 1Pvd 255.255.235.0
GOAL_ID_MET GW 1Pvd 0.0.0.0
GOALID.NET  COMMIT Apply IP settings | uint8 X 000
GOAL_ID_MNET VALID uintg 0x01
GOAL_ID_MNET DHCP_ENABLED uintg 0x00
GOAL_ID_NET DHCP_STATE uintd X 0x00
GOAL_ID_NET DNSO IPvd 0.0.0.0
GOAL_ID_MET DNST P4 0.0.0.0
GOAL_ID_MET HOSTNAME String
GOAL_ID_LM READBUFFER Generic X 0x12000000000000001b007b041003676f616c5f6cBd4cBiETACH3E
v
< >
| Export Config | 4 Import Config 2 Save config to flash
t Messages = 0
=|  2018/05/0413:2%:22 Scanned ethl using local address 192,168.0.25,
2018/05/04 13:23:22  Found 1 device.
| 2018/03/0413:3%:16 Read 81 variables from 02:00:00:00:28:01
=]  2018/05/04 13:41:05 Read 81 variables from 02:00:00:00:28:01
< >

Figure 19 Management Tool with modified variables

Those locally modified variables are downloaded to the SoM using the “Write configuration”
button in the toolbar. When prompted if changed values shall be written, answer “Yes”. Afterwards
the locally modified values are transferred to the SoM, where there are only modified in RAM. To
make changes permanently, use the “Save config to flash” button. Modified IP settings are
applicated after restart of the system (power cycle the Aris/SoM).
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5 Examples

5.1

5.2 01_pnio_simple_io

Please start the example “01_pnio_simple_io” according to the previous description.

To establish a PROFINET communication, at first the SoM must be selected in the “Network
Navigator”. Then select the PNIO Master function panel. At first use “Scan device” to detect the
PROFINET device.

Device Commands

Set station name Set IP settings Wink Reset to Factory

Device Data
Station name:

Device Type: port GmbH

Device Role: 10-Device

IP Address: 192.168.0.101
Metmask: 255.255.255.0
Gateway: 0.0.0.0

Figure 20 Management PROFINET master

Use the “Wink” command to identify the connected SoM, which will be shown with a flashing
“LED1” on the Arduino shield.

To establish a cyclic PROFINET communication use the |I/O panel of the PNIO Master.
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[ iRJ45 Device Manager

File
‘ iHS &
5. Network Navigator = 5 | [] Device Log | Network State | (@]l PNIO Master| % ConfigManager| “ Firmware Update = B |8 Outline = B8
1/Q Configuration (o)
v Networks
v ) Network eth1 (1) Load GSDML file
— irjd5_demo (192.168.0 Language
. Metwork ethd (0) ® )
W Network ethf (0) g irnmary
3 Snapshots Device Access Point
Slots: Modules:
wx
EES
v
< >
Device Commands /0
£ Messages = 0O
(5l 2018/05/04 13:25:22  Scanned eth1 using local address 192,168.0.25.
5 2018/05/04 13:25:22  Found 1 device.
5 2018/05/04 13:39:16  Read 81 variables from 02:00:00:00:2B:01
< > El  2018/05/04 13:41:05 Read 81 variables from 02:00:00:00:28:01 hd

Figure 21 Management Tool PNIO Master 1/0

To continue, load the GSDML file provided with the distribution, located in
“goal\appl\2015013 _irj45\ac\gsdmI\GSDML-V2.32-portGmbH-irj45-20180810.xml".

In the selector “Device Access Point” select “2-port Device”.

Afterwards press the “Connect” button. This button initiated a cyclic PROFINET communication.
The example application on the application controller will mirror the output data to the input data.
I/O data can be manipulated and monitored in the I/O Data table. Beside that if a connection is

established, the “LED1” Led on the Arduino shield will be enabled.

Process data can be monitored and manipulated using the “10 Data” panel.
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I/0 Data

Module/Submodule

w | Signed8
w | Signed®
Input 64 bytes
w (O Signedd
w O Signedd
Output &4 bytes
w | Signed1&
w | Signed16
Input 64 bytes
v O Signed16
w (O Signedl16
Output 64 bytes

Figure 22 PNIO 10 Data panel

5.3 02_eip_io_data

Data Type

Integerd

Integerd

Integer1é

Integerl&

P5/CS  Input Data

128/0
(a0
0 /128
128/0
(hcafe
0 /128

- )’ PROFESSIONAL
INDUSTRIAL
I\ = COMMUNICATION

Output Data

Dcafe

Please start the example “02_eip_io_data” according to the previous description.

To establish an Ethernet/IP communication, at first the SoM must be selected in the “Network
Navigator”. Then select the “EtherNet/IP Master” function panel. At first use “Scan device” to
detect the EtherNet/IP device.
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Device Commands

Scan device
Device Data
Encapsulation protocel version: 1
Adress Familiy: AF_IMET
Port: 44218
IP Address: 192.168.0.2
Vendor ID: 1114
Device Type: Generic Device
Product Code: 1
Revision: 1.1
# Owned
% Configured
# Minor Recoverable Fault
Status:
# Minor Unrecoverable Fault
& Major Recoverable Fault
& Major Unrecoverable Fault
Serial Mumber: (075BCD15
Product Mame: EtherMet/|P Adapter
State: Unused

Figure 23 Management EtherNet/IP master

To establish an EtherNet/IP communication with the device, IP settings must be set according to
the previous description. You can verify the current settings using the Management Tool.

To establish a cyclic EtherNet/IP communication use the 1/0 panel of the Master.
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Device Commands

Disconnect

Connection Parameter O->T

pert

Connection Parameter T-»0

PROFESSIONAL
INDUSTRIAL
COMMUNICATION

Asssembly Instance 1D 150 Asszembly Instance 1D 100
Asszembly Data Size 32 Asszembly Data Size

Run/ldleHeader []Run/IdleHeader

I I

Packet interval in ms 0 Packet interval in ms

Connection type Point to Point  ~ Connection type Multicast ~
Pricrity Urgent ~ Priority Urgent ~
Transpert trigger Cyclic ~

Timeout multiplier 1 ~

Config Assembly Parameters

Config Assembly size | 151

Config Assembly size

00 00 00 00 00 o0 oo oo
oo oo

Config Assembly Data

|fQ Data O->T |fQ Data T->0

CA FF EE [00 00 00 00 00 - 00 OO0 00 00 00 OO0 00 CA FF EE 00 00 00 00 00 - 00 00 00 00 00 00 00
oo oo 0o 00 00 00 00 00 - 00 00 OO0 00 00 00 od oo oo 0o 00 00 00 0o 00 - 00 00 OO0 00 00 00 od

Device Commands  |/0 Data

Figure 24 Management Tool EtherNet/IP Master 1/0

Default settings are compatible with the example. Press the “Connect” button. This button
initiated a cyclic EtherNet/IP communication.

The example application on the application controller will mirror the output data to the input data.

I/O data can be manipulated and monitored in the I/O Data tables. Beside that if a connection is
established, the “LED1” and “LED2” Leds on the Arduino shield will both be green.

5.4 01_udp_receive
Please start the example “01_udp_receive” according to the previous description.
This example demonstrated networking from application controller. It provides a server, listening

on IP address 192.168.0.25 and port 1234 and 1235. It will mirror any data received on those ports
using UDP.
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Please note that this example overwrites any taken IP settings for demonstration purpose.

5.5 01_http_get

Please start the example “01_http_get” according to the previous description.

Once started this example will provide simple web server functionality. It will deliver a simple web
site showing the version number of the SoM.

Please consider the correct IP settings. Those can always be checked and manipulated using the
management tool.
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